| VARIES
MIN. 12" + TRENCH WIDTH

= EDGE PRO. PATCH

EDGES TO BE
TACKED AND
SEALED AT

0.3 GAL/SY.

EXISTING
PAVEMENT

SUB-BASE
(STONE)

UNDISTURBED

SUB-BASE
(SQIL)

NOTES:

SAW CUT PAVEMENT

* 2" COLD PATCH OR

3,000 PSI CONCRETE

4 MIL. POLYETHYLENE
FILM

VDOT No. 21A
COMPACTED STONE

6" MIN., TRENCH WIDTH VARIES

SEE NOTE 1
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'OVERLAPiSEE TRENCHING DETAH_iSYERLAP

1. DEPTH OF COMPACTED STONE SHALL EQUAL COMBINED DEPTH OF REQUIRED BASE
MIX ASPHALT AND AGGREGATE BASE AS SPECIFIED ON DETAIL 25.18 and 25.19
FOR CORRESPONDING STREET CLASSIFICATIONS

2. TEMPORARY PAVEMENT PATCH SHALL ONLY BE USED DURING WINTER MONTHS

WHEN ASPHALT IS UNAVAILABLE.

THE CITY OF LYNCHBURG

TRENCH PATCH

TEMPORARY —

TYPE G

SCALE: DETAIL #
NOT TO SCALE 25.20

REVISION DATE: SHEET #

USE WITH THE CITY OF LYNCHBURG STANDARD SPECIFICATIONS ONLY
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